Sraplex

S-620NFS Special
Foot Switch Activated
Double Header

Electric Stapler
now with “pop-out” loading!

Made in U.S.A.

e Drives 2 staples at once at the tap of an electronic footswitch for fast, neat, uniform stapling!
e Especially designed for header cards (3.5" [8.9 cm] wide and larger) stapled %" [1.9cm]
or closer to the bottom of the card — Cuts stapling time in half — a Staplex exclusive!
e Protruding stapling heads and special cut-aways allow operator quickly and easily to position
the header card when inserting
Can staple small header cards (minimum 3" [7.6cm] wide) while holding materials in one hand!
Independent ON/OFF switch for each stapling module to use as single or double stapler
Fully adjustable center distances between staples from 2" to 7-1/4" (5.1 cm to 18.4 cm)
Quick "pop-out" full track front loading
4-1/4" (10.8 cm) reach for versatility; e “Hi-Low" switch adjusts stapling impact
Dual Capacity and Thick Wire (for shipping bags and clam shell packages) models also available.
Adjustable backstop set included (usable for headers card wider than 4” (10.2 cm)
o Uses Staplex Type DS 1/4” leg High Speed Staples; “HL” model also uses Staplex Type LL Long Leg
Staples; “RD” model uses Staplex Type RLD Thick Wire Long Leg High Speed Staples.
e All metal components, direct-drive solenoid mechanism and modular design
o Designed for commercial/industrial stapling
e Great for business, reprographics and packaging applications
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Additional specifications: Completely portable. No mounting required.
Size: 9-7/8" wide, 9-3/4" deep, 7-3/4” high (25.1 cm x 24.8 cm x 19.7 cm). Weight: 19.6-Ibs. (8.9 kg)

Ordering Information:

Model S-620NFS: Special Foot Switch Operated Model — 110-125 volts, 50-60 Hz AC

Special Models:

Model S-620NHLFS: Dual Capacity Double Header Electric Stapler - 110-125 volts, 50-60 Hz AC

Model S-620NRDFS: Foot Switch Operated Dual Capacity Double Header - 110-125 volts, 50-60 Hz AC

Notes: These Foot Switch models do not include depth or side guides; For 220-230 volts, 50-60 Hz AC add suffix “A”.

Ask about the complete line of Staplex® Electric Staplers including the ULTRA Heavy Capacity Electric Stapler
for up to 100 sheets of 20-Ib. paper or e%uivalent, Triple Header models, Long Reach and
Electric Saddle Staplers from Staplex~, The Electric Stapling Specialist™™ worldwide!
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